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Disclaimer Announcement

▲ Nicot eBeast is a new high-tech electric motorcycle, with 

12kw peak power Motor, produced by Chongqing Nicot 

Industry & Trade Co., Ltd.

▲Please read the Owner's Manual carefully before starting to  

use the dirt bike. Once the customer starts using the dirt bike, 

he will be treated as if he has read and accepted all the 

information mentioned in the Owner’s Manual. By purchasing 

this item, you release “Chongqing Nicot Industry” its managers,  

employees, and anyone else directly or indirectly connected 

with the manufacturing and sale of this E-Bike from any liability 

whatsoever in the event of injury, death, or damage of any     

nature to yourself or anyone else caused by or incidental to 

riding this E-Bike. We are also not responsible for any property 

damage caused while riding the E-Bike. Please remember to 

always wear a helmet while riding. Intended for ages 18+ only. 

https://nicot.en.alibaba.com/?tracelog=from_orderlist_company


Security
 

Attention:

1. Before riding, make sure to wear a helmet, gloves, knee pads and other safety supplies;

2. Do not turn off the power when running;

3. We do not recommend riding in extreme cold temperatures or charging the battery if it 

has been storage where the temperature is below -10 centigrade. 

4. When parking the dirt bike, please keep your distance from children, in order to avoid 

danger;

5. Do not attempt to disassemble the vehicle by yourself, for warranty issue contact 

the distributors for maintenance;

6. When Charging Port is not in use for charging, then always cover it via the rubber Cover.

7, If Battery voltage lower than 20%, please don’t ride the bike and please charge it on time, 

if use the bike in low voltag or keep the bike in low voltage in too long time, this is hurting 

the Battery.

8.  If you don't use the bike for long time, please charge the bike 3 months a time, to keep 

the Battery voltage higher than 50%.



Item Specification Data Remark

Function

Highest Speed 100km/h

Mileage
100km(60kg rider on 
Economy Mode)

According to the rider weight and road 
conditions and the environment temperature

Climb Ability about 45°

Battery 72v50ah

Motor Power 12kw (Peak Power)

Usage 
Temperature

-10°C  to  40°C

Max Load 150kg

Charing Volt AC 110V- 220V, 50-60Hz

Charging Time 5-6 hours

Specification



Usage

Main function parts

1, Clutch Lever

2. Park / Driving Button

3. Headlight Switch

4, Signal Light Switch

5, Horn Switch

1
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Usage

Main function parts

1, Front Brake Lever

2. ECO / SPO Mode Switch

2
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Usage

Main function parts

1, Lock Button

2. Unlock Button

3. Start Button I

4. Start Button 2

Turn on by pressing “2, 4”, or “2, 3”.

Turn off by pressing “4, 1”.

2
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Usage

Main function parts

1, Charging Port

★Before charging, please make sure the Charger is 
suitable for the correct voltage, we offer chargers from 
110v-240v. 

★Please connect the charger to the charging port first, 
then plug it into the AC power supply. This may avoid 
potential risks and make charging safer.

★During normal charging, the indicator light on the 
charger is red; when fully charged, the indicator light 
turns green.

★Be sure to close the rubber cover after charging.

1

1



Waterproof

Nicot eBeast vehicle has waterproof rating of IP56, please do not sink it into the water, and long 
time use in the rain.

IP56 Protected from limited dust ingress. Protected from 

high pressure water jets from any direction. 

Usage



3 Month Warrantee

For Tire and Tube

1 year Warrantee

Controller Board, Motor, Battery, Chassis, Lamps

Note:The following conditions are not within the scope of warranty:

1. The user is not in accordance with the ""User's Guide"" requirement, maintenance and 
adjustment caused by the failure.

2. User-modified, damage caused by the overhaul, as well as failure caused by does not comply 
with the prescribed.

3. User's Improper storage or accident caused by the failure.

4. The appearance of damage that is not covered under warranty after using.

5. Customer dismantle or removed damaged pieces outside a predetermined range of user 
manual.

6. The damage caused by long ride in the rain and soaked in water.

Warrantee



No1. Open the Plywood Carton

1 2

3 4

1 2

3 4

Installation



No. 2, Assembly Steering Stem and Suspension

1 2

3 4

1.Pay attention 

to the parts 

sequence；

2.Fix Steering 

Stem to the 

Chasis；

3.Lock it tight;

4.Install the 

Front 

Suspension, 

make it perfect 

even；



No. 3, install Front Fender and Front Wheel

1 2

3 4

1.Install Front 

Fender；

2.Front Wheel 

Axle and Bushing；

3. Install the 

Front Wheel 

Axle from left 

side to right 

side, and lock 

tight the Axle 

Bolt.

4.，Press Front 

Suspension for a 

few times, then 

tight the bolt to 

lock tight the Axle；



No. 4, Handlebar and Clutch Cable install

1 2

3 4

1.Tight the 

Handlebar；

2.Tight the Throttle 

Parts；

3.Install the 

Clutch Cable & 

Adjusting Nut to 

the Clutch Lever;

4.，Fix the Clutch 

Cable to the Clutch 

Arm on the Moto, 

and adjust the 

Clutch cable to 

make it proper 

loose, and well 

opereational;

adjusting 

bolt here



No. 5, Handlebar and Clutch Cable install

1 2
Important!!!

Fix the Clutch Cable to the Clutch Arm on the Moto, and adjust the Clutch cable to 

make it proper opereational.

Don’t make the Clutch Lever too tight, otherwise the Clutch will be on Half 

Clutch condition when riding, in this way it is easy to damage the Clutch Friction 

Disk inside the Moto.

If really damaged, you could look for help from us, or look for the standard Honda 

or China Cub 110/125cc Horzizontal engine Clutch Friction Disk, then replace it, it 

is standard parts and not expensive.



No. 6, Rear Suspension and Linkage installation

1 2

3 4

1.Fix Rear 

Suspension 

to Linkage；

2.Tight the 

Nut；

3.Fix the 

Front and 

Rear 

Linkage;

4.tight the 

Nut；



No. 7, fix the red “+pole” Cable

1.Find the “red + cable” not connected，（ or “black - cable” not connected )

2. “Red + cable” touch the red fixing port on Controller, to release the static electricity；

( if it is “black - cable” not connected, then “black - cable” to touch the grey fixing port on the 

Controller, to release the static electricity )

1 2



No. 8, fix the red “+pole” Cable

1. loosen the bolt on red port;  ( or loose the bolt on grey port )

2. All in all, this is the final view of the Cable connection, 1 big + 3 small red Cable on Red Port, and 1 big + 

3 small black Cable on Grey Port.

Tight the Bolt well.

1 2



No. 9, install the Upper Cover and Left&Right Side Cover

1 2

3 4

knock down 

the Bolt on 

the Chassis, 

then fit the 

Plastic 

Covers then 

tight the 

Bolts



No. 10, Install the L&R Side Cover and Suspension Cover

1 2

3 4

1.knock down 

the Bolt on the 

Chassis, then fit 

the Plastic 

Covers then tight 

the Bolts；

2.use 6 piece of 

the Bolt to fix the 

Suspension 

Cover



No. 11, Install the Front Disk Brake

1 2

3 4

1.Knock down the 

white Pad；

2.Use 2 Bolts to tight 

the Caliper to the Front 

Suspension

3.Install the Speed 

sensor, make it on 

same position with the 

Magnet on the Disk, 

and keep 1.5mm 

distance；

If you find Mileage 

not adding when 

riding, please double 

check this place.

4.Fix the Disk Brake 

Cable to the 

Suspension Cover



No. 12, Connect Cables, Tight the Steering Stem

1 2

3

1 & 2 .Collect 

Cables.

Please notice there 

are 2 pair of Socket 

is the same shape. 

Don’t get it wrong 

connecting !!! Or 

else the Meter and 

Lamps all will not 

work !!!

Please pay 

attention to the 

Cable color,  the 1st 

pair of Socket is 

with white color

Cable. The 2nd pair 

of Socket is without

white Color Cable.

3.Fix Disk Brake 

Cable Clip

4.Fix tight the 

Steering Stem.

4



No. 13, Connect Cables, Tight the Steering Stem

1

1, These 2 Sockets are extra and no useful.

presently after you connecting all the Cables

please just ignore it.

（ By the way, this white color 2 Pin socket with 

2   

red cables, it is the socket for “Traditional 

Lock   & Key, which means you can just 

connect a Lock or Switch onto it, then you can 

turn on the eBeast bike by it )

2, Battery electricity appearing on Meter as 0% 

at the beginning.

And after 3 minutes riding, correct electricity 

will appearing on the Meter. Please no worry.

It is because the Battery need some time to 

reach communication with the Meter after riding. 

2



No. 14, Install Side Stand & Head Cover

1 2

3 4

1.Install Side 

Stand

；
2.Head Cover fit 

into the pole in the 

below

3.Use 2 piece 

Screw fix the Head 

Cover from upper 

side；

4.Protection Foam 

install to the 

Handlebar.

Done!



Thank You!

Chongqing Nicot Industry & Trade Co., Ltd.


